
 

SMD Crystal Resonators  

Fluent Electronics Co.,Ltd.           Web: www.flt-electronics.com                E-mail:sales@flt-electronics.com       

                                                    
                                                  

Size: 5.0x3.2x0.8mm                                  SMD Quartz Crystal Resonator XS53          
 

Ceramic base with metal lid for excellent long-term stability                                                         

Tight Frequency tolerance and stability 

Extended temperature ranges abailable 

RoHS Compliant/Pb-Free 

 
◆Electrical Specifications                              ◆ESR and Mode of Vibration          

 

 

 

 

 

 

◆Mechanical Dimensions(mm)                                                                

 
◆Part Number Information                                                                 
 Type Frequency Capacitance in PF Tolerance at 25℃ Stability Over Temp EST Operating Temperature

FLT XS53 12.000M       12      10    10 80 Blank=-20~+70℃ 

   T=-40~+85℃ 

Example: FLT-XS53-12.0-12-10-10-80 

 

 

 

Note: All specifications subject to change without notice.  

Frequency in MHz Mode ESR 

(ΩMax) 

8.000~10.000 150 

10.000~12.000 80 

12.000~40.000 

 

Fund-AT

 50 

40.000~80.000 3rd  

Overtone
70 

Parameter Specification 

Frequency Range     FO 8.000~80.000MHz 

Frequency Tolerance at 25℃ FL ±10ppm  

(±10ppm~±50ppm available)    

Frequency Stability  

over Operating Temp. Range TL 

±10ppm   

 (±10ppm~±50ppm available)   

Operating Temperature     T0 -10 -~+60℃   -20~+70℃    

-30~+85℃       

Storage Temperature      ST -40~+85℃ 

Load Capacitance        CL Series 8pf, 10pf, 12pf 

Shunt Capacitance        C0 7pF Max. 

Equivalent Series Resistance RS See below Table 

Insulation Resistance    IR  500(DC500±10V)min 

Drive Lever     DL 10uW(300uW  Max) 

Aging@25℃ ±5ppm Max. 


